Cessna 510 Mustang
Certified Concorde 30Ah Battery Installation

FAA STC SA02653LA
EASA ESTC 10065246

Main Battery Upgrade –
Cessna S4324-1 (24V/30Ah) or
RG-390E (24V/28Ah) is replaced
with RG-390E/30 (24V/30Ah).

• Increased capacity
• Extended maintenance interval
• Proven reliability
• Industry leading customer support

STC provides for the installation of Concorde RG-390E/30 in place
of the original equipment main battery.

1) Install the Concorde RG-390E/30 main battery in accordance with (IAW)
the Aircraft Maintenance Manual instructions for installing a lead-acid
battery.

2) Insert the Concorde FAA approved Instructions for Continued
Airworthiness, Drawing 5-0595, for the battery in the Aircraft
Maintenance Manual.
Now Covered by ProParts

FAA STC SA02653LA
EASA ESTC 10065246

Main Battery Upgrade –
RG-390E/30, 30Ah

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Rated Capacity</th>
<th>IPP 23°C / 74°F</th>
<th>IPP -18°C / 0°F</th>
<th>IPP -30°C / -22°F</th>
<th>Maximum Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>RG-390E/30</td>
<td>30Ah</td>
<td>1525</td>
<td>1100</td>
<td>800</td>
<td>63.0 LB / 28.6 KG</td>
</tr>
</tbody>
</table>